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Cable Glands
Whenever a secured connection of 
machinery and equipment is required,  
cable glands are the solution.



   CODE GLAND 

SIZE

METRIC 

THREAD 

SIZE “C”

THREAD

LENGTH

CABLE RANGE “A” CABLE RANGE “B”

MIN MAX MIN MAX

A1/A2 Type Cable Glands. ‘A’ type glands more commonly known 
as ‘stuffing’ glands. There are two types of ‘A’ gland. A1 and A2, A1 
is retained on the cable whilst the ‘A2’ gland seals and retains on 
the cable.

For use with all types of SWA cable for indoor and outdoor 
application. Used in applications where it is essential to provide 
an IP66 seal on the outer sheath. Armour lock with separate 
armour locking ring, ideal for checking electrical continuity

Brass (CuZn39Pb3), Stainless Steel (304 or 316L), Aluminium (6082)
Metric
IP66 & IP68
Displacement type
Standard seals (Nitrile): -20°C to +80°C. on request (silicone) : -60°C to +180°C
Natural Brass or Nickel Plated or Electroless Nickel Plated
PVC/LSF Shroud, Lock Nut, Earth Tag, Serrated Washer, Adaptor / Reducer.

Brass (CuZn39PB3), Stainless Steel (304 or 316L), Aluminum (6082)
Metric
IP66
Double Compression Sealing (Sealing on both outer and inner sheath)
Standard Seals (Nitrile): -20°C To 80°C. On Request (Silicone) : – 60°C to +180°C
Natural Brass or Nickel Plated or Electroless Nickel Plated
PVC S/ LSF Shroud, Lock Nut, Earth Tag, Serrated Washer, Adaptor / Reducer

Cable Glands / 01

A1/ A2 Type Unarmoured 
Compression Glands

E1W Double Compression 
Cable Gland

GLAND MATERIAL
THREAD
IP RATING
SEAL TYPE
OPERATING TEMPERATURE
FINISH
ACCESSORIES

GLAND MATERIAL
THREAD
IP RATING
SEAL TYPE
OPERATING TEMPERATURE
FINISH
ACCESSORIES

MM-A1A2-20S16	 20S16	 M20	 10	 24.50	 27.00	 3.20	 8.70
MM-A1A2-20S	 20S	 M20	 10	 24.50	 27.00	 6.10	 11.70
MM-A1A2-20L	 20L	 M20	 10	 27.00	 30.00	 6.50	 14.00
MM-A1A2-25	 25	 M25	 10	 36.00	 40.00	 11.10	 20.00
MM-A1A2-32	 32	 M32	 10	 41.00	 45.00	 17.00	 26.30
MM-A1A2-40	 40	 M40	 15	 50.00	 55.00	 23.50	 32.20
MM-A1A2-50S	 50S	 M50	 15	 55.00	 60.00	 31.00	 38.20
MM-A1A2-50L	 50L	 M50	 15	 60.00	 66.00	 35.60	 44.00
MM-A1A2-63S	 63S	 M63	 15	 70.00	 77.00	 41.50	 49.90
MM-A1A2-63L	 63L	 M63	 15	 75.00	 82.00	 47.30	 55.90
MM-A1A2-75S	 75S	 M75	 15	 84.00	 92.00	 54.00	 61.90
MM-A1A2-75L	 75L	 M75	 15	 84.00	 92.00	 61.20	 67.90
MM-A1A2-90	 90	 M90	 20	 108.00	 118.00	 66.60	 79.90
MM-A1A2100	 100	 M100	 20	 115.00	 125.00	 76.00	 91.00

   CODE GLAND 

SIZE

METRIC 

THREAD 

SIZE “C”

THREAD

LENGTH

“E

ACROSS

FLAT

‘AF’

ACROSS

CORNER

‘AC’

CABLE DIAMETER “A”

MIN MAX

MM-E1W-20SS	 90L	 M20	 15	 5.00	 8.60	 8.00	 13.20
MM-E1W-20S	 20S	 M20	 15	 8.80	 11.07	 11.80	 16.00
MM-E1W-20L	 20L	 M20	 15	 11.40	 14.00	 14.00	 20.80
MM-E1W-25S	 25S	 M25	 15	 13.00	 16.00	 18.00	 24.00
MM-E1W-25L	 25L	 M25	 15	 17.30	 20.00	 20.30	 27.40
MM-E1W-32S	 32S	 M32	 15	 20.00	 23.00	 24.50	 31.00
MM-E1W-32L	 32L	 M32	 15	 24.20	 26.30	 26.50	 33.50
MM-EW-40S	 40S	 M40	 15	 26.00	 29.00	 30.40	 36.00
MM-E1W-40L	 40L	 M40	 15	 29.50	 32.10	 33.20	 40.00
MM-E1W-50S	 50S	 M50	 15	 33.00	 38.10	 40.00	 46.50
MM-E1W-50L	 50L	 M50	 15	 38.00	 44.00	 44.00	 52.60
MM-E1W-63S	 63S	 M63	 20	 44.00	 50.50	 50.00	 59.00
MM-E1W-63L	 63L	 M63	 20	 50.00	 56.00	 56.00	 66.00
MM-E1W-75S	 75S	 M75	 20	 56.00	 62.00	 63.50	 71.00
MM-E1W-75L	 75L	 M75	 20	 62.00	 68.50	 69.00	 78.00
MM-E1W-90L	 90L	 M90	 20	 65.00	 80.00	 84.00	 96.00
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Brass (CuZn39Pb3), Stainless Steel (304 or 316L), Aluminium (6082)
Metric
IP66 & IP68
Displacement type
Standard seals (Nitrile): -20°C to +80°C. on request (silicone) : -60°C to +180°C
Natural Brass or Nickel Plated or Electroless Nickel Plated
PVC/LSF Shroud, Lock Nut, Earth Tag, Serrated Washer, Adaptor / Reducer.

E1FUNV Type Double 
Compression Cable Gland

GLAND MATERIAL
THREAD
IP RATING
SEAL TYPE
OPERATING TEMPERATURE
FINISH
ACCESSORIES

Provides a flameproof (Type ”D”) seal on the cable inner bedding. 
Allows mechanical cable retention and earth continuity via the 
cable armor termination. Reversible armour cone and clamping 
ring arrangement facilitates remote make off and enables the 
cable to be disconnected from the equipment. 

CODE GLAND 

SIZE

METRIC THREAD

LENGTH

STD “E”

CABLE DIAMETER “A” CABLE DIAMETER “B” ARMOUR RANGE A/F

MIN

A/C

MINGROOVED CONE (X) STEPPED CONE (W)

MIN MAX MIN MAX MIN MAX MIN MAX
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Cable Gland 
Accessories

Dip-moulded pvc shrouds & lsf shrouds

Shroud Type  
For Cable Gland

MATERIAL & FINISH

Push on shrouds which are used to minimize the risk of dirt or 
foreign substances gathering on the cable gland body

Shrouds for A1/A2 Type Unarmoured Compression Glands	

CODE DESCRIPTION

Shrouds for E1W Type Armoured Compression Glands	

CODE DESCRIPTION

Shrouds for E1FUNV Type Armoured Compression Glands

CODE DESCRIPTION

MM-SHDCFUNV-M20	 Shroud PVC Double Compression for FUNV M20
MM-SHDCFUNV-M25	 Shroud PVC Double Compression for FUNV M25
MM-SHDCFUNV-M32	 Shroud PVC Double Compression for FUNV M32
MM-SHDCFUNV-M40	 Shroud PVC Double Compression for FUNV M40

MM-SHDC-M20L		  Shroud PVC Double Compression for E1W M20L
MM-SHDC-M20S		  Shroud PVC Double Compression for E1W M20S
MM-SHDC-M25L		  Shroud PVC Double Compression for E1W M25L
MM-SHDC-M25S		  Shroud PVC Double Compression for E1W M25S
MM-SHDC-M32L		  Shroud PVC Double Compression for E1W M32L
MM-SHDC-M40S		  Shroud PVC Double Compression for E1W M40S

MM-SHSC-M20L		  Shroud PVC Single Compression for A1/A2 M20L
MM-SHSC-M20S		  Shroud PVC Single Compression for A1/A2 M20S
MM-SHSC-M25		  Shroud PVC Single Compression for A1/A2 M25L
MM-SHSC-M32		  Shroud PVC Single Compression for A1/A2 M32L
MM-SHSC-M40		  Shroud PVC Single Compression for A1/A2 M40L



Disclaimer: Product sizes mentioned in the catalogue are for reference purpose only. The actual dimensional details would be available only after request based on the actual requirement.
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Disclaimer: Product sizes mentioned in the catalogue are for reference purpose only. The actual dimensional details would be available only after request based on the actual requirement.

Earth tags are manufactured in brass (standard), stainless steel earth  
tags are available, but dimension may differ slightly to those stated in  
the selection table.

Earth Tag For  
Cable Gland

MATERIAL & FINISH

Provides an earth tag bond  
attachment for cable gland

METRIC CODE SIZE A B F


